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Light Yellowish Brown Lean Clay (CL) (10YR 6/4)
Very stiff, dry, 90% clay, 10% silt, trace mudstone
gravel, trace oxidation staining

@3 ft.: Mottled with Dark Grayish Brown (10YR
4/2) to 40%

@8 ft.: Color change to Very Dark Grayish Brown
(10YR 3/2)

@11 ft.: Change to Grayish Brown (10YR 3/2),
Soft, dry to moist

@13 ft.: Change to Very Dark Gray (10YR 3/1)
Medium stiff
@14 ft.: Change to Dark Greenish Gray (5GY
4/3)  Stiff, dry

@15 ft.:  Color change to Brown (10YR 4/3)

@18 ft.: Change to Olive Gray (5Y 4/2), no
gravels

@21 ft.:  Color change to Very Dark Gray (5Y 3/1)

@24 ft.:  Change to soft, dry to moist

@25 ft.: Change to Very Dark Gray (5Y 3/1)
Very stiff, dry

@27 ft.: Color change to Dark Gray (5Y 4/3)
Stiff

Bottom of boring at 28 feet.

2" DIA.
BOREHOLE: to
28 ft.

BENTONITE-
CEMENT SEAL: 0
to 5 ft.
3/4" DIA. SCHED.
40 PVC CASING:
+2 to 10 ft.

BENTONITE
CHIP SEAL:  5 to
8 ft.

PRE-FABRICATED
BENTONITE
SEAL:  8 to 10 ft.

PRE-FABRICATED
FILTER PACK: 10
to 25 ft.

PRE-FABRICATED
3/4" DIA.
SLOTTED
CASING: 10 to 25
ft.

BOTTOM WELL
CAP: 25 ft.
Well casing
installed to 25 ft.
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Final Remedial Investigation Report
Casmalia Resources Superfund Site
Casmalia, California
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